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Gibraltar

The new
G-Class

w a s
inspired by
the demand
for a pedal
that could offer
an ideal blend
of power, speed
and style. The
result is exactly
that. Elegantly
fusing innovation
with function, the
G-Class pedal is
loaded with ground-
breaking new control
features. The unique
design eliminates set-
up complexities, and
allows the player to
fine tune the pedal’s
“feel” quickly and
precisely. Gibraltar’s G-
Class pedal is a one-of-a-
kind, high performance machine-
from the beater, all the way down
to the die-cast foundation plate.

PERFORMANCE +« INNOVATION
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MOUNTING THE PEDAL TO THE BASS DRUM:
With the Helix Lever set in the OPEN POSITION, slide the pedal onto the
bass drum HOOP, in-between the Hoop Tongue and plate pads.
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To secure pedal to bass drum HOOP: rotate the
Helix Lever clockwise until it becomes tight. The
lever will lock in place automatically.

If further hoop tension
adjustment is desired,
use the hoop tongue
adjuster bolt.
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To release the pedal from the HOOP: press the Release
Button on the Helix Lever and rotate lever counter-
clockwise back to the OPEN POSITION against the
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ADJUSTING THE ACTION (SPRING TENSION)

The G-Class pedal features an enclosed, dual bearing spring mount, that can be adjusted

by hand using the finger wheel on either side of the frame pillar.

— Spring
— 2 tension
(©— indicator
—_4 shows

position

I/

Adjust spring
tension to desired
“feel” by rotating
the adjuster

wheel with your
finger as sho

To tighten tension

To loosen tension
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To adjust for maximum spring tightness || SIDE OF
settings, reach over drumhead side of pillar PILLAR
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ADJUSTING THE G-DRIVE CAM POSITION

The G-Drive Cam offers the option of two different pivot positions to further vary the
pedal’s “feel”. By repositioning the cam from the back position to forward, it creates a
subtle dynamic change in the length of the pedal’s stroke and torque ratio while playing.

The G-Drive Cam interlocks

To switch cam positions: using
with the center block using

Securely retighten the G-
the included tool, loosen the Drive Cam bolt. Check the
the notches shown with G-Drive Cam bolt as shown. cam’s alignment on the
arrows below. The notches Open the “jaw” wide enough center block tabs to make
in the cam offer two (forward ~ to move the cam to the desired sure the tabs are seated
and back) positions on position, and fit the center block
which the cam can be

into the notches properly.
tabs into the cam notches.
mounted.

correct

Look down from above the cam % "'0"'9
and check that the cam is L
centered on the center block
from side-to-side. The chain
must be aligned straight to the
pedalboard (left illustration) -
not crooked, as shown

on the right. \‘\

view from
above cam
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can be adjusted by R
loosening the lower
drum key screw on
the beater hub as
shown. Retighten
screw to secure
position

The pedalboard angle
(height) can be adjusted
by loosening the axle
clamp as shown. To
adjust: find the drum key
screw located on the
player side of the pillar,
above the spring
assembly. Using the hex
wrench end of the
included tool, loosen the
clamp until the axle and
cam assemblies can
rotate freely. Retighten
screw securely once
pedalboard is set to the
desired position

FINE ADJUSTING FOR
PERSONAL PREFERENCE
The G-Class Pedal offers adjustments for variable
beater positioning and pedalboard positioning to
suit the player’s preference.




VARIABLE WEIGHT BEATER SYSTEM

The G-Class Pedal introduces a new approach to bass drum beater balance using a
magnetic counter weight system.

—
[ 1
-

magnet
weights
slide
easily
into base
of beater

=5.2 grams

magnet
weights

beater with magnet
weights installed

magnet
grips

Without adding weight, the
G-Class beater head is
constructed to a standard
performance weight of 98.6
grams. To add more mass to
the “throw” of the beater
head: weight can be added
by simply inserting one or
more of the included
magnetic cylinder weights
into the circular slots located
on the bottom side of the
head. Each magnet weighs
5.2 grams. To maintain even
balance while employing the
weights, choose one of the
installed weight patterns
shown on the right.

NOTE: do not push on the
magnet grips when
installed, or lift the pedal
by the base of the beater.
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For product information, videos and more
visit Gibraltar on the web

www.GibraltarHardware.com

Gibraltar Hardware ¢ a division of KMC Musicorp



