
Thank you for purchasing the Walrus Audio 

May�ower overdrive pedal.

The May�ower is a true bypass, midrange overdrive 

pedal that falls in-between the Voyager's low gain 

preamp settings and the Iron Horse's full and 

harmonically rich distortion.  The May�ower boasts 

a transparent, midrange signal that is great for  

cutting through or adding to the rhythm. It includes 

Level, Drive, Bass and Treble controls for a large 

range of tonal versatility. The May�ower provides a 

transparent and organic sounding breakup that 

allows tweaking and shaping to boost your original 

tone.

SAMPLE SETTINGS

Light Transparent Drive

Colorful Dirt

Power - Internal 9-volt battery or external DC 9 

volt power supply is activated by plugging a cable 

into the input.  The input cable should be removed 

when the unit is not in use to avoid running down 

the battery. 

Level - Controls the output level.

Drive - Adjusts the gain output.  As it is increased, 

the signal becomes overdriven.  As it is decreased, 

the signal becomes less overdriven and closer to 

the original, unaffected signal.

Treble - Adjusts the amount of treble or high end 

frequencies in the affected signal.

Bass - Adjusts the amount of bass or low end 

frequencies in the affected signal.

Input Jack - Instrument cable to guitar.

Output Jack - Instrument cable to amp.

On/Off True Bypass Switch - Press switch to 

turn on (effect mode) and turn off (bypass).  When 

the May�ower is in effect mode, the white LED will 

turn on.  In bypass, the purple LED will be off.

drivelevel

treblebass

For additional information go to www.walrusaudio.com
Find us on Facebook: /walrusaudio
Find us on twitter: @walrusaudio
Find us on instagram: @walrusaudioeffects
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