
Nord Piano 2 HA88 Sections 
 
 

PIANO SECTION 
 

 6 types - Grand, Upright, Electric Piano 1, Electric Piano 2, Clavinet and Harpsichord. 

Each category can contain up to 9 different models. 

 40/60 Voices Polyphony (stereo/mono pianos) 

 Advanced String Resonance (Generation 2) - adjustable amount 

 Selectable Long Release for Grand, Upright, Electric Pianos and Harpsichord 

 Selectable Pedal Noise for Grand, Upright and Electric Pianos 1 - adjustable amount 

 Octave Transpose: -1/+1 

 
SAMPLE SYNTH SECTION 
 

 Up to 99 sample instruments 

 15 Voices Polyphony 

 Attack and Release controls 

 Octave Transpose: -1/+3 

 Sustenuto pedal can be set as sustain or gate pedal for the Sample Synth section. 

 Volume controllable with Volume Pedal (not included) 

 

EFFECTS SECTION 
 

 Effect 1 - Pan, Tremolo, Stereo Auto-wah. Three selectable depths for the pan and 

tremolo, rate controlled with the Effect 1 Rate knob 

 Effect 2 - Stereo Phaser, Flanger and Chorus. Three selectable depths, rate controlled with 

the Effect 2 Rate knob 

 Delay - Four levels of feedback amount, Dry/Wet adjustment. Tempo can be set manually 

or with Tap Tempo button. Range: 20 ms ~ 750 ms 

 Three band EQ, with sweepable mid. +/- 15 dB gain/attenuation (100 Hz, 4 kHz and 200 

Hz ~ 8 kHz) 

 Comp/Amp - Twin, JC, Small (mono), Tube distortion (stereo) and compressor (stereo). 

Drive/compression amount controlled with the Drive knob. 

 Reverb with six algorithms - Room 1 & 2, Stage 1 & 2, Hall 1 & 2, Dry/Wet control 

 Each effect can be assigned to either Piano or Sample Synth section 

 


