
HK Audio Premium PR:O 15 D 15'' Active PA Speaker 

 

Specifications 

• Maximum SPL: 125dB half space (at 10 percent THD) 
o Peak: 130dB half space (at 10 percent THD) 
o Calculated: 133dB half space 

• Frequency Response: 
o +/-3dB: 60Hz - 16kHz 
o -10dB: 54Hz - 18kHz 

• Power Rating: 1200W 
• Amplifier: Class-D (bi-amped) 
• Active Protection Circuits: Peak and RMS Sound Limiter (separate for HF and LMF) 
• Low/Mid Speaker: 1 x 15'' 
• HF Driver: 1'' 
• HF Horn: 90° x 55° CD horn 
• Cut-Off Frequency Active: 2.5kHz FIR X-Over with 48dB/Oct. 
• Connections: 

o 1 x XLR-1/4'' combo input 
o 1 x XLR through 

• Equalizer: 
o Tone knob (Music / Speech) 
o Bass boost 

• Pole Mount: DuoTilt 3/7 
• Rigging Points: 3 x M8 
• Handles: 2 x integrated 
• Enclosure: MDF 
• Grille: Metal grille with black acoustic foam 
• Finish: Acrylic enamel, black 
• Dimensions: 470mm x 625mm x 430mm (W x H x D) 
• Weight: 23.7kg / 52.3lbs 

 


