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UNPACKING
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EVP-X18B MKII

subwoofer

35-250HZ

600W

1200W

2400W

4Ω

100dB

134dB

150Hz

100Hz

470/18"

4 layer 3.0"

Particle board

black carpet

1.2mm steel

balck

35mm

2 on sides

2xSpeakon+1/4" Jack

1xSpeakon+1/4" Jack

39.3 / 86.5

42.6 / 93.7

650 x 522 x 610

715 x 656 x 568

EVP-X218B MKII

subwoofer

30-250HZ

1200W

2400W

4800W

4Ω

107dB

137dB

150Hz

100Hz

470/18"

4 layer 3.0"

Particle board

black carpet

1.2mm steel

balck

2 x 35mm

2 on sides

2xSpeakon+1/4" Jack

1xSpeakon+1/4" Jack

67 / 147.4

77 / 169.4

650 x 610 x 1020

765 x 710 x 1120

Model

Configuration

Frequency Response (+/- 3 dB)

Power capacity

Continuous

Programme

Peak

Nominal Impedance

Sensitivity(dB SPL @ 1W / 1M)

Max SPL (Peak)

Nominal coverage (H x V)

Crossover frequency

Hi Pass filter 

LF Size (mm / inches)

LF Voice coil (mm / inches)

HF Size (mm / inch)

HF Voice coil(mm / inch)

HF Horn Waveguide Type

HF Horn Waveguide Exit (mm / inch)

HF Protection

Enclosure Material and Thickness

Enclosure Finish

Grille Material & Finish

Colour options

Pole mount

Handles

Input Connector Type

Hi Pass output connector type

Net Weight(Kg/lbs)

Gross Weight(Kg/lbs)

Product Dimensions (H x W x D)

Carton Dimensions (H x W x D)

EVP-X12 MKII

two-way

55-20KHZ

300W

600W

1200W

8Ω

98dB

129dB

90° x  60°

2.3kHz

305/12"

2 layer 2.0"

1.75"  Titanium

1.75"(44.5mm)

Elliptical

1"

SK3

Particle board

black carpet

1.2mm steel

balck

Dual-angle (0° or -10°) 35 mm pole socket

2 on sides

2xSpeakon+1/4" Jack

18.92 / 41.6

21.6 / 47.5

590 x 430/297.5 x 370

655 x 492/328 x 408

EVP-X12M MKII

two-way monitor

60-20kHZ

300W

600W

1200W

8Ω

98dB

129dB

90° x  60°

2.4kHz

305/12"

2 layer 2.0"

1.75"  Titanium

1.75"(44.5mm)

Elliptical

1"

SK3

Particle board

black carpet

1.2mm steel

black 

2 on sides

2xSpeakon+1/4" Jack

17.96 / 39.5

20.56 / 45.2

560 x 424 x 441

480 x 616 x 490 

EVP-X15 MKII

two-way

45-20KHZ

350W

700W

1400W

8Ω

98dB

130dB

90° x  60°

2.2kHz

381/15"

2 layer 2.5"

1.75"  Titanium

1.75"(44.5mm)

Elliptical

1"

SK3

Particle board

black carpet

1.2mm steel

balck

Dual-angle (0° or -10°) 35 mm pole socket

2 on sides

2xSpeakon+1/4" Jack

23.92 / 52.6 

27.42 / 60.3

675 x 460/294.5 x 450

750 x 524/324 x 486

EVP-X215 MKII

Quasic 3-way

40-20kHZ

700W

1400W

2800W

4Ω

100dB

135dB

90° x  60°

2.3kHz

381/15"

2 layer 2.5"

1.75"  Titanium

1.75"(44.5mm)

Elliptical

1"

SK3

Particle board

black carpet

1.2mm steel

black 

2 on sides

2xSpeakon+1/4" Jack

41.28 / 90.8

46.06 / 101.3

1058 x 502/330 x 467

1123 x 564/362 x 496

EVP-X15M MKII 

two-way monitor

50-20KHZ

350W

700W

1400W

8Ω

98dB

130dB

90° x  60°

2.3kHz

381/15"

2 layer 2.5"

1.75"  Titanium

1.75"(44.5mm)

Elliptical

1"

SK3

Particle board

black carpet

1.2mm steel

balck

2 on sides

2xSpeakon+1/4" Jack

20.9 / 45.98

24.4 / 53.7

645 x 445 x 473.5

501 x 691 x 532

EVP-X15B MKII

subwoofer

40-250HZ

400W

800W

1600W

4Ω

99dB

131dB

150Hz

100Hz

381/15"

4 layer 2.5"

Particle board

black carpet

1.2mm steel

balck

35mm

2 on sides

2xSpeakon+1/4" Jack

1xSpeakon+1/4" Jack

28.06 / 61.7

31.06 / 68.3

591 x 460 x 510

656 x 556 x 506
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